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EMBOSSED

EMBOSSED CABLE

ADVANTAGES:
1.JAPANESE CAPACITIORS
(One of the famous Japanese capacitiors: Rubycon/
nichicon/Chemi-Con)
2.MES ID CHECK(Get the corresponding PSU test report)
3.ATX3.1 READY/ PCIe 5.1 READY
4.LLC DC-DC CIRCUIT DESIGN



MODEL:HA-850BA4MODEL:HA-750BA4

Dimensions(L*

W*H)

140*150*86MM

Modular Full-Modular

Certifications 80 PLUS GOLD

Warranty 10 years

Efficiency

 

PFC Active PFC

FanSize 120MM FDB

Protections

Operation

Temperature

0~40℃

Circuit

Structure

LLC+DC-DC

Dimensions(L*
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Modular Full-Modular
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PFC Active PFC
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Protections
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MODEL:HA-1000BA4

Dimensions(L*

W*H)

140*150*86MM

Modular Full-Modular

Certifications

Warranty 10 years

Efficiency

 
PFC Active PFC

FanSize 120MM FDB

Protections UVP,OVP,OPP,

SCP, OCP,OTP

Operation

Temperature

0~40℃

Circuit

Structure

LLC+DC-DC

80 PLUS GOLD 80 PLUS GOLD

88.39 %At Full Load

(Date From 80 PLUS 

Verification And Testing 

 Report)

 88.70 %At Full Load

(Date From 80 PLUS 

Verification And Testing 

 Report)

88.66 %At Full Load

(Date From 80 PLUS 

Verification And Testing 

 Report)

UVP,OVP,OPP,

SCP, OCP,OTP

UVP,OVP,OPP,

SCP, OCP,OTP



+5V 20A

+5VSB

+3.3V 20A
+12V 62.5A

-12V 0.3A
3.0A

100-240Vac
50-60Hz
10-5A 

+5V/+3.3V

+12V

120W

750W

RATED PWOER

750W

+5V 20A

+5VSB

+3.3V 20A
+12V 70.8A

-12V 0.3A
3.0A

100-240Vac
50-60Hz
10-5A

+5V/+3.3V

+12V

120W

849.6W

RATED PWOER

850W

+5V 20A

+5VSB

+3.3V 20A
+12V 83A

-12V 0.3A
3.0A

100-240Vac
50-60Hz
12-6A 

+5V/+3.3V

+12V

120W

996W

RATED PWOER

1000W



Safety&Regular

Scope Of Delivery

Screws*4

Cable Ties*4

Nylon Tie *10 MES ID Card *1

Brand Service card *1 Wiring Instructions *1

User Manual Language:

CN.DE. EN.ES,FR. Japan. Poland. RU. RU. TW. KR

Jumper Wire*1

Power Cord*1

Cable Comb Organizer*14
(24PIN 5PCS/16PIN 3PCS/8PIN 3PCS/2*6PIN 3PCS)



20PIN

4PIN

610MM

6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN

X2

X2

MODEL:HA-750BA4

X2

720MM

20PIN

4PIN

610MM

GPU PCI-E(6+2PIN) 6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN
M/B (18+10PIN)

20PIN

4PIN

610MM

6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN

X2

MODEL:HA-850BA4

X2

720MM

20PIN

4PIN

610MM

6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN

X3

720MM

20PIN

4PIN

610MM

6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN

X2

MODEL:HA-1000BA4

X2

720MM

20PIN

4PIN

610MM

6+2PIN

600MM

650MM

CPU(8PIN) 4+4PIN

SATA 6PIN

450+150+150+150mm

450+150+150+150mm

IDE 6PIN

720MM

 PCI-E 5.1(12V-2x6)

X3

 PCI-E 5.1(12V-2x6)

 PCI-E 5.1(12V-2x6)

 PCI-E 5.1(12V-2x6)

 PCI-E 5.1(12V-2x6)

 PCI-E 5.1(12V-2x6)

M/B (18+10PIN)

M/B (18+10PIN)

GPU PCI-E(6+2PIN)

GPU PCI-E(6+2PIN)GPU PCI-E(6+2PIN)

GPU PCI-E(6+2PIN)

GPU PCI-E(6+2PIN)

M/B (18+10PIN)



Pin Layout 



/M/B(18+10PIN)

/ CPU(8PIN)

/ PCI-E(6+2PIN)

/ SATA(6PIN)

/ IDE(6PIN)

/PCI-E 5.1(12V-2x6)
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